Client: TATA Chemicals Magadi Ltd.

Package: Bid Document for The Loita Cattle Drinking Point Piping and Trough Construction-One Point

Contractor:

Bill of Quantities

Page 1

Bill No. 1

GENERAL PRELIMINARIES

Project:

Item No.

Description

Units

Quantity

Unit Bid
Rate (Ksh)

Amount Ksh

1.01

1.02

Allow contractual requirements, training levy with
holding tax and other GoK statutes necessary to
commence and proceed with the works to
completion.

Allow preliminaries to cover overheads, transport,
security,storage, water for construction, power
supply, clients safety requirements, "Contractors all
Risks" and other insurances as required by the general
condition of contract, all temporary Works not
covered elsewhere under specific items of the Bills of
Quantities ( Provisional Sum not to exceed 10% of
Contract Sum)

SUM

SUM

TOTAL CARRIED TO SUMMARY




Client: TATA Chemicals Magadi Ltd.

Package: Bid Document for The Loita Cattle Drinking Point Piping and Trough Construction-One Point

Contractor:
Bill of Quantities Page 2
Bill No. 2 |EXCAVATIONS (Provisional) & STEELWORKS Project:
Unit Bid
Item No. Description Units | Quantity Rate (Ksh) Amount Ksh
Excavation
2.01 Bulk excavation to reduce levels not exceeding 1.50m
deep starting from ground level CM 320
2.02 [Excavate foundation trenches not exceeding 1.50m
deep starting from reduced level CM 120
2.03 Extra over excavation for excavating in rocks C™M 15
Filling
2.04 Return fill and ram approved excavated material
around foundations c™M 85
CONCRETE (MIX ;1:2:4)
Mass concrete class 'P'in:
2.05 [50mm thick blinding under strip foundations and SM 160
column pits
Vibrated reinforced concrete class 20/(20mm) as
described in:-
2.06 [150mm thick bed/raft base CM 8
2.07  |Av. 250mm thick Walls c™M 10
Sawn formwork to:-
2.08 [Sides of the walls and footing SM 60

TOTAL CARRIED TO COLLECTION




Client: TATA Chemicals Magadi Ltd.

Package: Bid Document for The Loita Cattle Drinking Point Piping and Trough Construction-One Point

Contractor:
Bill of Quantities Page 3
Bill No. 2 |STEELWORKS AND PIPING Project:
Unit Bid
Item No. Description Units | Quantity Rate (Ksh) Amount Ksh
Reinforcement
As described including cutting to lengths, bending,
hoisting and fixing including all necessary tying wire
and spacing blocks
3.01 |8mm (nominal) High tensile cold twisted square steel
reinforcement in structure KG 800
3.02 10mm diameter KG 800
3.03 12mm diameter KG 500
Piping
3.04 [Supply and install 75mm Dia. high density
polyethylene pipes (HDPE) complete with fittings;
approximate length (1Km) SUM 1
3.05 [Allow for river training and collect all the overflows to
main river. SUM 1

TOTAL CARRIED TO SUMMARY




Client: TATA Chemicals Magadi Ltd.

Package: Bid Document for The Loita Cattle Drinking Point Piping and Trough Construction-One Point

Contractor:

Bill of Quantities Page 4
SUMMARY Project:
Item No. Description Amount (Kshs)
From Page 1
From Page 2
From Page 3

(A) TOTAL OF BILLS

(B) ADD: Provisional Sum for Contingency {10% of A}

(€) SUB-TOTAL [(A) + (B)]

(D) ADD: Provision for Value Added Tax (VAT) {16% of (C)}

(E) BID PRICE [(C) + (D)] (Carried Forward to Form of Bid)




