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ROOF SPECIFICATION.
x4 conc mix 1:2:4 ) )
on timber 100mm dia treated timber round poles
200 7000 200 . ! . . .
FF _ ¥ with chicken wire on hessian cloth (gunia)
, 2363 L1100 . 1735 1100 , 1102 | water proofed with 70/80 asphalt
w o “ w1 T 1 1 S bitumen GENERAL NOTES:
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r P 1. ALL CONCRETE TO BE MOIST CURED FOR 7 DAYS
ol g g — OR HAVE AN APPROVED CURING COMPOUND APPLIED.
o
o & ] 2. REPORT ANY DISCREPANCIES FOUND TO THE
Sr 3 150mm ¢ ENGINEER IMMEDIATELY.
o| § 5 = gum poles
9 S Q 38 3. STRUCTURAL CONCRETE TO BE 1:2:4 — 20MM AGGREGATES.
— - I——— ©
s ol ““‘ ~ 4. ALL WINDOWS TO HAVE INTERNAL M.S. BURGLAR PROOF.
T8 ST L VAi,VA 5. DEPTH OF FOUNDATION TRENCHES TO BE MINIMUM
8| 8 8 1 D D \w/\w/ 600MM BELOW REDUCED GROUND LEVEL.
T - S m/_./ z k.% Y KT KT RYTRY{Roer oexT i 6. READ ONLY FIGURED DIMENSIONS.
. 2334 1129230 1300 2051100 _ 1102 % STV T 7. ALL SURFACE BEDS TO BE CAST ON WELL COMPACTED
1 1 1 T 1 1 AND WELL CONSOLIDATED FILLING.
. 3250 L 900 , 3250 .
1 1 1 1 . 8. ALL DIMENSIONS ARE IN MM.
) | 7400 ) SECTION X - X 100mm thick concrete floor
T _ T slab laid on 500g mo_ﬁ:m:m.
X4 FLOOR PLAN sheet underlay on 50mm  thick
- sand/murram’ blinding on well
compacted (300mm thk) hardcore infill.
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