THIS DRAWING

IS SOLE PROPERTY OF MAGADI SODA CO. LTD. AND IS
FURNISHED ON THE EXPRESS UNDERSTANDING THAT NO PART OF IT SHALL
BE REPRODUCED, COPIED, LENT....., TO THIRD PARTY FOR ANY PURPOSE

OTHER THAN THAT FOR WHICH IT'S SPECIFICALLY ISSUED FOR.

Provide 75x75x6mm
angle iron as rail
embeded on concrete.
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GENERAL NOTES:

3. LAP LENGTH FOR ALL BARS SHALL BE 50 TIMES

4. SPACER BAR TO BE PROVIDED IN BETWEEN TWO LAYERS OF

1. GRADE OF R.C.C. ITEMS SHALL BE M20 BY DESIGN MIX ( VOLUME
MIX 1:1/2:3 (CLASS 25) WITH 43 GRADE CEMENT.

2. CLEAR COVER TO STEEL SHALL BE 50MM.

THE DIA OF THE BAR UNLESS OTHERWISE SPECIFIED

REINFORCEMENT OF SAME DIA. @ EVERY 1000 C/C

5. ALL REINFORCEMENTS SHALL BE PLACED AND MAINTAINED IN
THE POSITION SHOWN IN THE DRAWING (CROSS SECTION)
BY PROVIDING PROPER COVER BLOCKS,SPACERS &
SUPPORTING BARS.

6. PROVIDE M20x400mm BOLTS,NUTS AND WASHERS.
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