
Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 1 :  PRELIMINARY

GENERAL PRELIMINARY

1.01 Allow contractual requirements, training levy with holding

tax and other GoK statutes necessary to commence and

proceed with the works to completion. SUM 1

1.02 Allow preliminaries to cover overheads, transport, security,

storage, water for construction, power supply, clients safety

requirements, "Contractors all Risks" and other insurances

as required by the general conditions of Contract, all

temporary works not covered elsewhere under specific

items of the bills of Quantities (Provisional Sum not to

exceed 10% of Contract Sum) SUM 1

Bidders are expected to evaluate the following and indicate

all inclusive rates for the following items:

1.03 Supply and install electrical wiring and fittings for office lights

and trunking to include TWO No - LG 24,000BTU, The air-cons

shall comply with EMCA as far as abating CFC gases is

concerned, 410a gas will be used; power capacity of 7.5 amps. ITEM 1

1.04 Allow for  the re-location of fire escape stair as directed by the

Engineer ITEM 1

1.05 Supply and install IT4 gauge 26 G.I ALUZINC coated coloured

sheets complete with welding 75x75x6mm RSA framework to

cover the open side of the office, 25 m2 net area as directed by

the Engineer. ITEM 1

1.06 Allow for the removal of asbestos wall cladding 50m girth and

in place supply and install approved heavy duty PVC wall

cladding or equivalent approved c/w necessary clamps and

fixtures; as directed by engineer. ITEM 1

BoQ FOR PROPOSED EXTENSION/REHABILITATION OF MOMBASA OFFICE 
TCML-RFQ

TOTAL FOR PRELIMINARY CARRIED TO  GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 2 : SUBSTRUCTURE (ALL PROVISIONAL)

All quantities are provisional and subject to

remeasurement on site

Excavations

A Excavate by cutting through the existing concrete floor

starting from Existing concrete level not exceeding 0.3m

deep. CM 3

B Excavate pits for footing not exceeding 1.50m deep

starting from bottom level of workshop floor concrete. CM 10

C Extra over excavation for excavating in rocks CM 2

D Load and cart away surplus excavated material CM 5

E Allow for keeping the whole excavation free from all water

including spring and running water ITEM 1

Filling

F Blind formation surface with 50mm thick well watered fine

murram or crushed stone to receive bases SM 7

G Return and properly ram approved fill materials around

pedestal footings CM 5

H Insecticide treatment on blinded surfaces with "Termidor"

termicide as supplied by insecta Ltd. or other equal and

approved at the rate of fipromil (250gm/litre) after dilution

with water (1:100) at the rate of 5litres per square metre all

in accordance with Manufacturer's Specification SM 7

TOTAL ELEMENT NO. 2 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

SUPERSTRUCTURE

ELEMENT 3 : CONCRETE WORKS

A 50mm thick concrete (1:4:8) mix blinding to all foundation

trenches SM 7

Well Vibrated Reinforced Concrete (1:11/2:3) mix in:-

B 125mm thick floor slab to surface bed including steps

and access ramp to entrance CM 9

C Bases of pedestals CM 3

D Pedestal footing CM 1

STEEL FABRIC REINFORCEMENT TO B.S 4483

E Fabric mesh reinforcement to B.S 4483 ref A142 weighing

2.22kg/m2 (measured net-no allowance made for laps) SM 66

Sawn formwork to:-

F Edge of bed exceeding 75mm but not exceeding 150mm

high LM 9

FORMWORK TO

Approved timber or steel water tight formwork to give

Wrot (smooth) finish to edges of pedestals-

G Side of pedestals 975mm high and 300x300mm wide edges

of pedestals; including 25x25mm chamfer to edges. SM 5

STEEL FABRIC REINFORCEMENT TO B.S 4483

As described, high tensile steel including cutting to

lengths, bending, hoisting and fixing including all

necessary tying wire and spacing blocks to:-

PEDESTAL BASES, FOOTINGS AND DECKING

H T8mm KG 30

I T10mm KG 327

J T12mm KG 125

K T16mm KG 327

Carried to collection

Page 3 of 10



Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

TEST CUBES (PROVISIONAL)

Allow for all costs in connection with the making of the

cubes, curing, transport and crushing by an approved

Laboratory and obtaining the Test Certificate

A Set of four 150mm x 150mm x 150mm test cubes. NO. 6

TOP SLAB DECKING

B Supply and fix pre-painted  Resincot, 'IT4' Gauge 26 roofing

sheets as decking to receive floor slab (m/s) and secure in

position on to 150x100x5mm RHS (m/s). SM 66

HD. BOLTING

C Supply and install bolts STD Grade 8.8 as shown in Drawing

No. 17285/1; size M20x475mm long. NO. 16

Sandry

D Allow for making 25mnx25mmx45° Chamfer in all sharp

concrete edges. ITEM 1

COLLECTION

Brought forward from Page 3

Brought forward from above

TOTAL FOR ELEMENT NO.3 CARRIED TO GRAND SUMMARY

Carried to collection
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

FUBRICATION OF STEELSTRUCTURE

ELEMENT 4 : STEELWORKS

Supply, fabricate by welding and/or bolting and erect the

following steel sections (Steelworks to be assembled on site

to suit site conditions).

A 203x203x46Kg/m UC for columns KG 550

B 406x178x60Kg/m cross beams KG 1200

C 150x100x5mm RHS to receive decking KG 1030

D CFC 280x100x3mm thick facing LM 9

E Cut into suitable sizes 100L/75x50x5mm angle stoppers

and weld to support main lateral RHS members. L 6

F 10mm thick M.S. plate to gussets. KG 230

G 20mm thick M.S. plate for base plates. KG 225

H Supply and install bolts STD Grade 8.8 size M16x100mm long

c/w nuts and lags. NO. 75

Sandry

I Allow for drilling of 18mm Diameter holes to receive bolts NO 75

J Ditto 22mm Diameter to allow for HD bolts m/s. NO 16

First Quality Paint as Crown or Sadolin

K Prepare and apply two (2) coat of red oxide or yellow

chromate primer to all steel works to general surface. SM 80

L Prepare and apply three (3) coats of gloss oil paint as agreed

externally, general surface of steelwork. SM 80

OPEN END COVERING

M Supply and install IT4 gauge 26 G.I ALUZINC coated coloured

sheets complete with welding on to 75x75x6mm RSA

framework to cover the open side of the office as directed by

the Engineer, c/w necessary 'J'-bolts SM 40

TOTAL  FOR ELEMENT NO. 4 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 5 : PARTITIONS & WALLING

Aluminium Partitions

The following in partitions comprising 18mm thick laminated

Medium Density Fibre board (MDF) in aluminium framing and

glazing approximately 3000mm from finished floor level;

A 76x44mm anodised powder coated aluminium framing LM 130

B 20x15mm powder coated aluminium beadings LM 320

C Extra Over; 20mm Thick rubber strip to approval (Provisional) LM 480

D 18mm thick laminated MDF Board on either side of aluminium

framing (m.s) SM 50

Glazing

E 6mm thick clear glass fixed to metal with aluminium

connectors and rubber strips (m.s); panes exceeding 0.5 square

meters but not exceeding 1.0 square meters SM 50

Aluminium louvres

F Supply and fix aluminium louvres and/ or glazed louvres fixed

and/ or openable, 400mm high above door level ; including

aluminium framings and the like at specific parts of the

on-going aluminium partition work as may be directed by the

project Manager/ Engineer (Provisional) ITEM 1

G Demolish the middle timber wall and carefully remove

debris and cart away as directed by the Engineer. SM 24

H Carefully remove the fire exit door and cart away as

directed NO. 1

Walling

Natural stone walling bedded and jointed in cement and sand

(1:3) mortar and reinforced with and including 20 swg x 25mm

wide hoop iron

I 200mm thick concrete block in cement and sand (1:4) mortar

reinforced with hoop iron at every three courses SM 35

J 15mm thick cement and sand (1:3) plaster to wall SM 35

Painting and decoration; First Grade paint (Crown/Sadolin)

K Prepare and apply one undercoat and two finishing coats to

existing wall surface and the new walling SM 240

TOTAL  FOR ELEMENT NO. 5 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 6 : FINISHINGS

FLOOR

"Spanish" Granito floor tiles laid on prepared screed (m/s)

A 600 x 600 x 10mm thick beige granito tiles fixed with matching

cement (m/s) SM 125

B 150 x 10mm thick granito skirting with rounded top and coved

junction with floor finish LM 65

C Labour and material raking cutting to granito tiles LM 65

Screed; cement and sand (1:3) - approved sika tile adhesive

D 50mm thick one coat backings; wood floated to receive

ceramic tiles (m/s) to concrete base; to floors level SM 125

Acoustic ceiling Finish

E Armstrong "Minaboard" accessible tiles system suspended

ceilings; 600 x 600 x 15mm thick fissured mineral fibre tiles; 20

x 7mm x 25 gauge epoxy acrylic protected tee clips at 600mm

centres located by piped taps into 38 x 26mm x 23 gauge epoxy

acrylic protected snap tee runners at 600mm centres in 3

metre lengths; jointed with 29 x 20 x 170mm x 20 gauge two

coats vinyl white painted channel edge trim; fixed with screws

to backgrounds requiring plugging; linings to form horizontal

ceiling to timber joists; suspending on 14 gauge

pre-straightened galvanized annealed iron wire hungers at

2100 mm centres; fixing to screws eyes to backgrounds

requiring plugging over 300mm wide; including 11 lighting trays SM 125

Existing Ceiling

F Carefully pull down the existing Celotex ceiling and cart away SM 60

Skirting

G 20x100mm high wrot mahogany skirting LM 80

TOTAL FOR ELEMENT NO. 6 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 7 : DOORS/WINDOWS

A Aluminium framing door Size 2100x900 mm with 18mm MDF

boarding c/w 6mm glazing and necessary ironmongery. NO. 3

B Remove carefully external door size 900x2100 and cart

away as directed NO. 1

C Hardwood panel door size 2,400x900mm high (mahogany) NO. 3

D Hardwood door frame size 100x50mm with one labour LM 15

Window blinds

E Supply and fix tinted window blind on the surface SM 55

Ironmongeries

F Supply and fix approved door closures as UNION ref 8850 NO 3

G 3-Lever Mortise door lock NO. 3

H Rubber door stop NO. 6

I 100mm pressed steel butt hinges PR. 9

Aluminium Sliding Windows

Supply and fix the following natural anodized heavy duty

aluminium sliding windows in 6mm thick glass including

necessary ironmongeries.

J 2800 x 1000 mm high sliding windows NO 10

K 1200 x 1000 mm ditto NO 1

L 3000 x1000 mm ditto NO 8

Main Access Stair Canopy

M Allow for fabrication of canopy to cover main access stair

with heavy gauge translucent PVC sheets or equivalent

approved roofing material and 75x75x6mm RSA steelworks. ITEM 1

TOTAL FOR ELEMENT NO. 7 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

ELEMENT 8 : PLUMBING

SANITARY APPLIANCES

Supply and install as directed, the following appliances

including all the necessary accessories, fixing brackets, plugs

and fastenings, all ready for installation.

A Wash basin (WHB) as 'ARMITAGE SHANKS' Tiffacy size

560x465mm with one central tap hole, cat no. 12164E NO 1

B 1/2" pillar taps (pair) as starlite, cat No. 69144XXCP NO 2

C W.C Pan and cistern as 'ARMITAGE SHANKS' MAGNIA Cat

No.149701A and 17650B complete with panekta connector

and heavy duty seat and cover, white in colour NO 2

D Toilet roll holder in vitreous china, semi recessed type as

Armitage 'Shunks' No.2053100 NO 1

E Soap holder as (Med-clinics size 305x150mm) NO 1

F Towel rail as (Med-clinics 600mm long) NO 1

G Mirror size 450x600mm high complete NO 1

H Remove carefully the existing W.C and replace with new

ones m/s; the cart away as directed. NO 2

I Remove carefully the existing WHB and replace with new

ones m/s; the cart away as directed. NO 2

SANDRY

J Allow for connection and testing of plumbing works ITEM 1

TOTAL FOR ELEMENT NO. 8 CARRIED TO GRAND SUMMARY
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Mombasa Office _Proposed Office Extension June, 2017

ITEM DESCRIPTION OF WORKS UNIT QTY RATE AMOUNT

No. Page No Amount (Kshs.)

A 1

B 2

C 4

D 5

E 6

F 7

G 8

H 9

I

J

K

L

M

N

Add 16% VAT of {G}

GRAND SUMMARY Carried Forward To Tender Document - Extension/Rehabilitation of 

Mombasa Office.

Total

ADD 5% Contingency

Sub-Total

Element 6: Finishing

Element 7: Doors/Windows

Element 8: Plumbing

Element 3: Concrete Works

Element 4: Steelworks

Element 5: Partitions/Walling

GRAND SUMMARY

Element

Element 1: Preliminaries

Element 2: Substructure
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