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Product Overview 
Light Soda Ash, scientifically known as Sodium 
Carbonate, is a high-quality, versatile chemical widely 
used across various industries. Distinguished by its 
lighter density compared to standard soda ash, it 
offers unique advantages in specific applications 
where lower bulk density is beneficial. The industry 
trusted Light Soda Ash produced by Tata Chemicals is 
produced using the Solvay’s process, named after the 
Belgian industrial chemist 
Ernest Solvay who 
developed the process. 

CAS Number  : 497-19-8 

Chemical Formula : Na2CO3 

Common Names   : Sodium Carbonate, Calcined 
Soda, Disodium carbonate 

Key Features 
• High Purity: Ensures superior performance in 

applications. 
• Consistent Quality: Maintained through 

stringent quality control processes. 
• Eco-friendly Production: Committed to 

sustainable manufacturing practices. 
• Versatile Applications: Suitable for a wide 

range of industrial uses. 

Applications 
• Glass Manufacturing 
• Detergents & Soaps 
• Water Treatment 
• Chemical Production 
• Pulp & Paper Industry 
• Food & Beverage Additive 

 

Technical Specifications 

Characteristics Units 
TCL Assured 
Specs 

Molecular Weight  106 
Bulk Density Kg/m3 550-720 
Volatile matter content  
(at the time of packaging) %, max 0.80 

Total Alkanility (as Na2CO3) %, min 99.0 
Sulphates (as Na2SO4) %, max 0.03 
Chlorides (as NaCl) % max 0.80 
Iron (as Fe2O3) %, max 0.0029 
Matter insoluble in water %, max 0.03 

Packaging 
Available in 50 Kg HDPE/PP bags and 750 Kg 
HDPE/PP Jumbo bags 

Compliance 
• ISO 9001 : 2015 
• ISO 14001 : 2015 
• ISO 45001 : 2018 
• ISO 23201 : 2019 
• IS 251 : 2024 

Safety & handling 
• Personal Protective Equipment (PPE): 

Recommended when handling. 
• Storage: Store in a cool, dry place, away from 

moisture. 
• First Aid: In case of contact with skin or eyes, 

rinse immediately with plenty of water. 

Before using, read Safety Data Sheet (SDS) for this 
chemical. 

Na 
O O 

Na 

C 

O 

- - 
+ + 

Structural Formula 


